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SECTION 10 21 13 (10165) - TOILET COMPARTMENTS 

 

PART 1 GENERAL 

1.01 SUMMARY 

A. Section Includes: 

1. Extent of toilet partitions is indicated on Drawings. 

2. Styles of toilet compartments include: 

a. CompactLaminate Finished, Phenolic Core, Floor-Anchored, Overhead Braced 

3. Styles of Screens include: 

a. Compact Laminate Finished, Phenolic Core, Floor-Anchored 

B. Related Sections: 

1. Section 09 21 16 (09255) - Gypsum Board Assemblies 

2. Section 09 30 00 (09310) - Tiling 

3. Section 10 28 00 (10800) - Toilet, Bath, and Laundry Accessories 

1.02 REFERENCES 

A. Americans with Disabilities Act (ADA) II Public Accommodations 

1. Americans with Disabilities Act Accessibility Guidelines (ADAAG) 

B. ASTM International (ASTM) Publications: 

1. A167 “Standard Specification for Stainless and Heat-Resisting Chromium-Nickel Steel 
Plate, Sheet, and Strip” 

1.03 SUBMITTALS 

A. General:  Submit the following in accordance with Conditions of Contract and Division 01 
Specification Sections. 

B. Submit “Letter of Conformance” in accordance with Section 01 33 00 (01330) indicating 
specified items selected for use in project with the following supporting data. 

1. Product Data:  Submit manufacturer's detailed technical data for materials, fabrication, and 
installation, including catalog cuts of anchors, hardware, fastenings, and accessories. 

2. Shop Drawings:  Submit shop drawings for fabrication and erection of toilet partition 
assemblies not fully described by product drawings, templates, and instructions for 
installation of anchorage devices built into other work. 

1.04 QUALITY ASSURANCE 

A. Field Measurements:  Take field measurements prior to preparation of shop drawings and 
fabrication where possible, to ensure proper fitting of work.  However, allow for adjustments 
within specified tolerances wherever taking field measurements before fabrication might delay 
work. 

B. Coordination:  Furnish inserts and anchorages which must be built into other work for installation 
of toilet partitions and related work; coordinate delivery with other work to avoid delay. 

file:///C:/Users/veronika/Desktop/Spec/10%20Div%2010-Specialties/10%2028%2000-04035.doc
http://www.access-board.gov/adaag/html/adaag.htm
http://www.astm.org/
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PART 2 PRODUCTS 

2.01 MANUFACTURERS 

A. Avendra, LLC Preferred Manufacturers:  

1. None 

B. Approved Manufacturers: 

1. Accurate Partitions Corp. (708-442-6800) 

a. Toilet Compartments:  “Floor Anchored/Overhead Braced Mounting Style”  

b. Urinal Screens:  Floor mounted with post supports. 

2. Knickerbocker Partition Corp. (516-546-0550) 

a. Toilet Comp:  “Metropolitan” 

b. Urinal Screens:  Floor mounted with post supports. 

3. Metpar Corporation (888-638-7271) 

a. Toilet Compartments:  "Corinthian FP-500" 

b. Urinal Screens:  Type "PF" 

4. Flush-Metal Partition Corporation (718-784-3380) 

a. Toilet Compartments:  "Flushite" 

b. Urinal Screens:  "PS-Post Supported" 

5. Bobrick Washroom Equipment (818-764-1000) 

a. Toilet Compartments:  No. 1042 Series, Overhead Braced 

b. Urinal Screens: No. 1043 Designer Series:  1541 Classic Series, Floor-Anchored. 

6. Global Partitions (516-586-3330) 

a. Toilet Compartments:  “Floor Anchored/Overhead Braced” 

b. Urinal Screens:    Floor mounted with Post Support 

7. Hadrian Manufacturing, Inc. (800-536-1469) 

a. Toilet Compartments:  "Headrail Braced" 

b. Urinal Screens:  Floor mounted with Post Support 

2.02 MATERIALS 

A. General:  Provide materials which have been selected for surface flatness and smoothness.  
Exposed surfaces which exhibit pitting, seam marks, roller marks, stains, discolorations, 
telegraphing of core material, or other imperfections on finished units are not acceptable. 

B. Panel Construction: Solid phenolic-core panel material with melamine facing on both sides 
fused to substrate during panel manufacture (not separately laminated), and with eased and 
polished edges[ and no-sightline system]. Provide minimum 3/4-inch- (19-mm-) thick doors 
and pilasters and minimum 1/2-inch- (13-mm-) thick panels. 

1. Refer to Interior Finish Index for facing sheet & edge color and pattern. 

C. Concealed Anchorage Reinforcement:  Minimum 12 gauge galvanized steel sheet. 

D. Concealed Tapping Reinforcement:  Minimum 14 gauge galvanized steel sheet. 

http://www.accuratepartitions.com/
http://www.knickerbockerpartition.com/
http://www.metpar.com/
http://www.flushmetal.com/
http://www.bobrick.com/
http://www.globalpartitions.com/
http://www.hadrian-inc.com/
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E. Pilaster Shoes:  ASTM A167, Type 304 stainless steel, not less than 3" high, 20-gauge, finished 
to match hardware. 

F. Stirrup Brackets:  Manufacturer's standard design for attaching panels to walls and pilasters, 
either chromium-plated non-ferrous cast alloy ("Zamac") or anodized aluminum. 

G. Hardware and Accessories:  Manufacturer's standard design, heavy-duty operating hardware 
and accessories of stainless steel. 

1. Anchorages and Fasteners:  Manufacturer's standard exposed fasteners of stainless steel, 
finished to match hardware, with theft-resistant type heads and nuts.  For concealed 
anchors, use hot-dip galvanized, cadmium-plated, or other rust-resistant protective-coated 
steel. 

H. Overhead Bracing:  Continuous extruded aluminum, antigrip profile, with clear anodized finish. 

2.03 FABRICATION 

A. General:  Furnish standard doors, panels, and pilasters fabricated for partition system, unless 
otherwise indicated.  Furnish units with cutouts, drilled holes, and internal reinforcement to 
receive partition-mounted hardware, accessories, and grab bars, as indicated.  Fabricate to fit 
dimensions shown on Drawings. 

B. Door Dimensions:  Unless otherwise indicated, furnish 24" wide in swinging doors for standard 
toilet compartments and 36" wide (32” clear opening) outswinging doors at stalls equipped for 
compartments shown as wheelchair accessible.  [Provide 34” (32” clear opening) wide out-
swinging doors for compartments shown as ambulatory compartments.] 

C. Compact laminate panels can be cut, drilled and machined using standard wood-working 
equipment fitted with carbide cutting edges.  Rough cuts can be made with carbide tip blades 
typically 62 tooth or greater on a table saw or Kane saw. 

D. Overhead-Braced Compartments:  Furnish galvanized steel supports and leveling bolts at 
pilasters as recommended by manufacturer to suit floor conditions.  Make provisions for setting 
and securing continuous, extruded, aluminum, antigrip, overhead bracing at top of each pilaster. 

1. Furnish galvanized steel anchorage devices complete with threaded rods, lock washers, 
and leveling adjustment nuts at pilasters to permit structural connection at floor.  Provide 
shoe at each pilaster to conceal anchorage. 

E. Hardware:  Furnish hardware for each compartment in partition system, as follows: 

1. Hinges:  Cutout inset type, adjustable to hold door open at any angle up to 90 degrees.  
Provide gravity type, spring-action cam type, or concealed torsion rod type, to suit 
manufacturer's standards. 

2. Latch and Keeper:  Manufacturer's standard surface-mounted latch unit, designed for 
emergency access, with combination rubber-faced door strike and keeper. 

3. Coat Hook:  Manufacturer's standard unit, combination hook and rubber-tipped bumper, 
sized to prevent door hitting mounted accessories. 

4. Door Pull:  Manufacturer's standard unit for out-swing doors.  Provide pulls on both faces 
of handicap compartment doors.  Design shall be in conformance with ADA requirements. 

2.04 FINISHES 

A. Color:  As indicated in Interior Finish Index. 

http://www.astm.org/
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PART 3 EXECUTION 

3.01 INSTALLATION 

A. General:  Comply with manufacturer's recommended procedures and installation sequence.  
Install partitions rigid, straight, plumb, and level.  Provide clearances of not more than 1/2" 
between pilasters and panels, and not more than 1" between panels and walls.  Secure panels 
to walls with not less than two stirrup brackets attached near top and bottom of panel.  Locate 
wall brackets so that holes for wall anchorages occur in masonry or tile joints.  Secure panels 
to pilasters with not less than two stirrup brackets located to align with stirrup brackets at wall.  
Secure panels in position with manufacturer's recommended anchoring devices. 

B. Floor Supported Partitions and Screens:  Set pilaster units with anchorages having not less than 
2" penetration into structural floor, unless otherwise recommended by partition manufacturer.  
Level, plumb, and tighten installation with devices furnished.  Hang doors and adjust so that 
tops of doors are level with tops of pilasters when doors are in closed position. 

C. Overhead Braced Compartments:  Secure overhead brace to each pilaster with not less than 
two stirrup brackets.  Hang doors and adjust so that top of doors are parallel with overhead 
brace when doors are in closed position. 

D. Screens:  Attach with anchoring devices as recommended by manufacturer to suit supporting 
structure set units to provide support and to resist lateral impact. 

3.02 ADJUST AND CLEAN 

A. Hardware Adjustment:  Adjust and lubricate hardware for proper operation.  Set hinges on 
inswinging doors to hold open approximately 30 degrees from closed position when unlatched.  
Set hinges on outswinging doors (and entrance swing doors) to return to fully closed position. 

B. Clean exposed surfaces of partition systems using materials and methods recommended by 
manufacturer, and provide protection as necessary to prevent damage during remainder of 
construction period. 

 

END OF SECTION 
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