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SECTION 10 51 13 (10500) - METAL LOCKERS 

 

PART 1 GENERAL 

1.01 SUMMARY 

A. Section Includes: 

1. Locker Units with Hinged Doors 

2. Base, Top, and Filler Panels 

3. Hooks, Latches, and Hardware 

4. Attachment Hardware 

B. Related Sections: 

1. Section 06 10 00 (06100) - Rough Carpentry:  Blocking for attachment 

1.02 SYSTEM DESCRIPTION 

A. Lockers:  Two-tier locker.  Provide standard recessed padlock handle, number plate bases, 
end panels, filler panels, matching sloped top and top filler panels. 

B. Lockers:  Three-tier locker.  Provide standard recessed padlock handle, number plate bases, 
end panels, filler panels, matching sloped top and top filler panels. 

1.03 SUBMITTALS 

A. General:  Submit the following in accordance with Conditions of Contract and Division 01 
Specification Sections. 

B. Submit “Letter of Conformance” in accordance with Section 01 33 00 (01330) indicating 
specified items selected for use in project with the following supporting data. 

1. Submit Shop Drawings and product data that clearly indicate locker types, sizes, 
configurations, layout of groups of lockers, benches, accessories, and numbering plan. 

2. Submit manufacturer's installation instructions and actual color samples, on squares of 
same metal to be used for fabrication. 

1.04 DELIVERY, STORAGE, AND HANDLING 

A. Store and protect locker finishes and adjacent surfaces from damage during installation. 

PART 2 PRODUCTS 

2.01 MANUFACTURERS 

A. Avendra, LLC Preferred Manufacturers:  

1. None 

B. Approved Manufacturers: 

1. “Industrial”; Lyon Workspace Products LLC (800-433-8488) 

a. Color: Refer to Interior Finish Index 

2. “Vanguard Lockers”; Penco Products, Inc. (800-562-1000) 

a. Color: Refer to Interior Finish Index  

3.  “Emperor Locker System”; Hadrian Manufacturing, Inc. (905-333-0300) 

http://www.lyonworkspace.com/
http://www.pencoproducts.com/
http://www.hadrian-inc.com/
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a. Color:  Refer to Interior Finish Index  

2.02 LOCKER MATERIALS 

A. Sheet Steel:  ASTM A1008, Mild, stretcher-leveled cold-rolled carbon sheet steel free of 
buckling, scale, and surface imperfections of the following minimum thicknesses: 

1. Body and Shelf:  24 Gauge 

2. Doors:  16 Gauge 

3. Door Frames:  16 Gauge 

4. Hinges:  Minimum 2" wide, full loop, tight pin type. 

2.03 LOCKER ACCESSORIES 

A. Provide each locker with metal number plate, rubber bumpers, and hat/bookshelf.   

2.04 LOCKER FABRICATION 

A. Locker Units:  Provide the following types in locations shown on the Drawings: 

1. Two tier units, each locker to be 12" wide x 15" deep x 36" high. 

2. Three tier units, each locker to be 12" wide x 15" deep x 24" high. 

B. Bodies:  Formed and flanged with stiffener ribs; electrically spot welded. 

C. Door Frame:  Formed channel shape, welded and ground flush, welded to body. 

D. Doors:  Welded inner and outer faces; channel reinforced top and bottom with intermediate 
stiffener ribs.  Finish edges smooth. 

E. Hinges:  Three full loop hinges.   Weld securely to unit body and secure to door with no fewer 
than 2 factory installed fasteners that are completely concealed and tamperproof when door is 
closed. 

F. Recessed Handle and Latch:  Manufacturer's standard housing to form a recess for latch lifter 
and locking devices; non-protruding latch lifter containing strike and eye for padlock; and 
automatic, pre-locking, pry-resistant latch with latching action with not less than three-point 
latching.  Locking device supplied by Owner. 

G. Provide finished filler panels, end panels, continuous sloped 20-gauge metal tops and top filler 
panels to close off all openings, finished to match lockers. 

1. Sloped tops are to be in lengths as long as practicable, but not less than four lockers. 

H. Provide matching 12 gage, "Z" type base, 4" high at non-recessed lockers. 

I. Trim:  3", 18 gauge steel matching trim for recessed lockers. 

J. Provide full perimeter concealed ventilation system. 

K. Finish edges smooth without burrs. 

L. Provide number plates. 

M. Fabricate lockers square, rigid, and without warp, with metal faces flat and free of dents or 
distortion.  Make exposed metal edges free of sharp edges and burrs, and safe to touch.  
Weld frame members together to form a rigid, one-piece structure. 

1. Form locker body panels, doors, shelves and accessories from one-piece steel sheet 
unless otherwise indicated. 

N. Accessible Lockers: 
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1. Accessible Locker to meet ICC/ANSI A117.1-2003-Side Reach Requirement: Single tier 
lockers shall have a hat/book shelf and coat hooks located no more than 46-inches 
above the finished floor. One additional shelf shall be placed near the bottom of the 
locker so that it is no lower than 15-inches above finished floor. 

2. Apply a decal with the international symbol of accessibility to the face of the designated 
handicapped accessible single tier locker, refer to Drawings for location. 

2.05 FINISHES 

A. Clean, degrease, and neutralize metal; prime and finish with two coats of baked enamel, color 
as selected by Architect from standard colors.  

B. Comply with NAAMM "Metal Finishes Manual" for recommendations relative to applying and 
designating finishes. 

C. Finish all steel surfaces and accessories, except prefinished stainless-steel and chrome-
plated surfaces. 

D. Protect mechanical finishes on exposed surfaces from damage by applying strippable, 
temporary protective covering prior to shipment. 

E. Appearance of Finished Work:  Variations in appearance of abutting or adjacent pieces are 
acceptable if they are within 1/2 of the range of approved samples.  Noticeable variations in 
the same piece are not acceptable.  Variations in appearance of other components are 
acceptable if they are within the range of approved samples and they are assembled or 
installed to minimize contrast. 

PART 3 EXECUTION 

3.01 PREPARATION 

A. Verify bases are properly sized and located. 

3.02 INSTALLATION 

A. Install metal lockers complete with accessories according to manufacturer's 
recommendations.  Install plumb, level, rigid, flush and in-line. 

B. Anchor lockers with appropriate anchor devices to suit materials encountered, to floor and 
walls.  Apply fasteners through back-up reinforcing plates where necessary to avoid metal 
distortion, using concealed fasteners. 

C. Bolt adjoining locker units together to provide rigid installation. 

D. Install end panels, filler panels, and tops to completely close-off all openings. 

E. Anchor lockers to floors and walls at intervals recommended by manufacturer but no greater 
than 36 inches (910 mm).  Install anchors through back-up reinforcing plates where necessary 
to avoid metal distortion, using concealed fasteners. 

1. Install recess trim to recessed lockers using concealed fasteners.  Provide hairline joints 
and concealed splice plates. 

2. Install sloping top units to lockers using concealed fasteners.  Provide hairline joints and 
concealed splice plates. 

3. Install finished end panels to conceal exposed ends of non-recessed lockers. 

3.03 ADJUST AND CLEAN 

A. Adjust doors and latches to operate easily without bending.  Verify that integral locking 
devices are operating properly. 
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B. Touch-up marred finishes, but replace units that cannot be restored to factory-finished 
appearance.  Use only materials and procedures recommended or furnished by locker 
manufacturer. 

C. Clean interior and exposed exterior surfaces and polish steel and non-ferrous metal surfaces. 

D. Protect lockers from damage, abuse, dust, dirt, stain, or paint.  Do not permit locker use during 
construction. 

END OF SECTION 

 

Revision Log 

 


